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PRODUCT FEATURES 
Designed for concealed installation in furred down ceilings 

 Requires a sealed return air space 
 Optional DX Coil for cooling only or factory installed electric heat (208 / 230 VAC) 

Unique polymer blower scroll separates for easy blower wheel and motor removal 
 Rust and corrosion resistant polymer drain pan 

DX coil, electric heat, motor and blower, & polymer drain pan are all serviceable from the bottom 
RUGGED, DURABLE, & EASY TO SERVICE!!! 
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MODEL BLOWER KW ELEC. HEAT AMPS MCA MOP
HP HEAT MBH

HFD 12/18 1/8 0 0 0.75 1 15
3 10.2 13.25 17 20
5 16.4 20.75 26 30
6 20.5 25.75 33 40
8 27.3 34.1 43 50
10 32.8 40.8 51 60

HFD24 1/4 0 0 1.4 2 15
3 10.2 13.9 18 20
5 16.4 21.4 27 30
6 20.5 26.4 33 40
8 27.3 34.7 44 50
10 32.8 41.4 52 60

HFD30/36 1/3 0 0 2.25 3 15
3 10.2 14.8 19 20
5 16.4 22.3 28 30
6 20.5 27.3 35 40
8 27.3 35.6 45 50
10 32.8 42.25 53 60

HFD37 1/2 0 0 3.5 4.38 15
3 10.2 16.1 20.1 20
5 16.4 25.5 31.8 30
6 20.5 30.5 38.2 40
8 27.3 33.4 41.7 50
10 32.8 43.5 54.3 60

ELECTRICAL SPECIFICATIONS @ 240 VOLTS

Model Speed
0.10 0.20 0.30

HFD 12/18 Low 560 500 420
High 720 670 600

HFD 24 Low 720 675 625
High 930 870 800

HFD 30 Low 1025 830 720
High 1215 1080 990

HFD 36 Low 1130 1045 955
High 1320 1240 1150

HFD 37 Low 1195 1110 1005
High 1380 1305 1240

Air flow is measured with 240 volts & 80/67 entering air.

External Static Pressure
BLOWER PERFORMANCE

MODEL CFM
40° 45° 50°

HFD12- 420 16.7/10.9 14.1/9.8 11.2/8.7
30820

HFD18- 600 19.1/12.8 16.2/12.8 12.8/810.5
30824

HFD18- 600 23.8/15.5 20.1/14.1 15.9/12.3
30832

HFD24- 800 27.0/18.1 22.9/16.5 18.1/14.7
30832

HFD24- 800 30.5/19.9 25.7/17.9 20.2/15.8
30840

HFD30- 1000 30.8/20.9 26.5/19.4 21.3/17.6
36832

HFD30- 1000 35.6/23.5 30.3/21.4 24.2/19.1
36840

HFD36- 1150 33.8/23.1 29.4/21.7 24.0/19.9
42832

HFD36- 1150 39.3/26.1 34.0/24.1 27.5/21.8
42840

Total Cooling/Sensible Cooling
COOLING PERFORMANCE

HFD SERIES  
by 



ACP-51S-INS 

ACP-55L-INS 

ACP-51L-INS 

Access panels for both the AH and HF Series include solid or lou-
vered panels.  All access panels are painted with a durable white 
powder paint finish.  Doors are hinged and removable from the 
frame for easy access.  Injection molded plastic panel screws are 
provided, and a filter rack is standard on the louvered panels. 

Access Panel 
Air Handler 

Model 
Description Length Width 

ACP-51S 
AHF12-30  
AHL12-30 

Solid Panel 51.25” 27.25” 

ACP-51L
AHF12-30  
AHL12-30 

Louvered 
Panel 

51.25” 27.25” 

ACP-55S
AHK18-36      

AHL36 
Solid Panel 55.25” 27.25” 

ACP-55L
AHK18-36    

AHL36 
Louvered 

Panel 
55.25” 27.25” 

AH Series Access Panel Options 

Access Panel 
Air Handler 

Model 
Description Frame Length Frame Width 

ACP-44S HFD12-24 Solid Panel 44.25” 27.25” 

ACP-44L HFD12-24 Louvered 
Panel 

44.25” 27.25” 

ACP-51S HFD30 Solid Panel 51.25” 27.25” 

ACP-51L HFD30 Louvered 
Panel 

51.25” 27.25” 

ACP-55S HFD36-37 Solid Panel 55.25” 27.25” 

ACP-55L HFD36-37 Louvered 
Panel 

55.25” 27.25” 

ACP-61S HF Series Solid Panel 61.25” 27.25” 

ACP-61L HF Series 
Louvered 

Panel 
61.25” 27.25” 

HF Series Access Panel Options 

Access Panels 
For AH and HF Series 
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AllStyle (HFD / HFP) vs. First Company (HX) Soffit Mount 
Air Handler Comparison 

 
 
First Company.  Most of their products are not listed with ARI.  Recently listing under 
US AC Products dba First Company.  Have 6 Bryant and 6 Carier.  We have over 20,000 
listings. 
 
If somebody says First is approved with ARI.  There is another area where they have 
listings, but that is for motors, etc.  Need to have listings under the category of Unitary 
Small Equipment. 
 
First Company double blower units (HX) or HX-C series can only be serviced by 
removing the whole unit from the ceiling requiring disconnection of drain lines and 
refrigerant lines.  Drain pan is metal (will rust) and blower housings are metal (very 
noisy). 
 
 
AllStyle.  We have been a member of USE (Unitary Small Equipment) since 1992.  We 
have over 20,000 listings.  We have a 100% first sample test pass ratio the last 12 years. 
 
AllStyle offers cased double blower units (HFD) as  a replacement only, non-ARI rated, 
unit.  The HFD series can be serviced in the ceiling by simply removing thumbscrews 
and / or a couple of sheet metal screws.  Plastic drain pan that will not rust and plastic 
blower housings for quiet operation. 
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